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CONSTRUCTION DETAILS

A. INSTALL BASE MOUNTED NEMA 6 CABINET/CONTROLLER, AND ALL NECESSARY EQUIPMENT.

B. INSTALL 21 FT. STEEL MAST ARM POLE WITH 50 FT.MAST ARM, VEHICLE SIGNAL HEADS, STREET
NAME SIGN, AND ALL NECESSARY EQUIPMENT FOR AN OVERHEAD ELECTRICAL (TYPE B-12) SERVICE
(NOTE: TWO 2 IN. PVC CONDUIT BEND).

C. INSTALL 27 FT.STEEL MAST ARM POLE WITH 40 FT.MAST ARM, VEHICLE SIGNAL

HEADS 20 FT.LUMINARE ARM, 250 WATT HPS LUMINAIRE (NOTE: ONE 2 IN.PVC CONDUIT BEND)

D. INSTALL 27 FT STEEL MAST ARM POLE WITH TWIN MAST ARMS (60FT. AND 50 FT. LONG),
SIGNAL HEADS, 20 FT.LUMINAIRE ARM, 250 WATT HPS LUMINAIRE AND STREET NAME

SIGN (NOTE: ONE 2 IN. PVC CONDUIT BEND)
. INSTALL HANDHOLE.
. INSTALL 3 IN.POLYVINYL CHLORIDE [SCHEDULE 801 ELECTRICAL CONDUIT - SLOTTED IN ROADWAY,
. INSTALL 2 IN. POLYVINYL CHLORIDE [SCHEDULE 801 ELECTRICAL CONDUIT - TRENCHED.
. INSTALL 3 IN POLYVINYL CHLORIDE (SCHEDULE 801 ELECTRICAL CONDUIT - TRENCHED.
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J. INSTALL 4 IN. POLYVINYL CHLORIDE [SCHEDULE 8071 ELECTRICAL CONDUIT - TRENCHED.
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. EXISTING STOP SICN TO REMAIN.
. PROPOSED POWER FEED BY CONOWINGO ELECTRIC COMPANY.
. REMOVE EXISTING STOPLINE AND INSTALL NEW 24" PAVEMENT MARKING TAPE AS SHOWN ON PLAN.
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OVERHEAD LINE HEIGHTS
AT THE EDGE OF ROAD |

CATY = 22'-%
SECONDARY = 24'-9
PRIMARY = 28’-5'
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NOTES

I. GEOMETRICS SHALL BE CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT.

2. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE TO BE INSTALLED BY THE
CONTRACTOR IN ACCORDANCE WITH S.H.A, STANDARDS.

3. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC
AND ARE NOT TO BE CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE
FOR NOTIFYING ALL UTILITY COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES
MAY BE LOCATED N THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN
THE UTILITIES AND THE TRAFFIC SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL
NOTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY.
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